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B [ntroduction

Please read the following terms and conditions of use before operating the tool.
During operation, you are assumed to have agreed to the following terms and conditions of use.

If you do not agree to those, stop installing the software and delete all distributed files.

Caution

- This software is owned by SANEI ELECTRIC INC. (hereafter SANEI), and SANEI holds the copyright and
other related rights for the product.

« SANEI grants the right of use of the software to users so that they may use the products of SANEI
in relation to the software

* This software cannot be modified in any form in whole or in part.
However, it can be copied or distributed as you desire

« SANEI assumes no responsibility with the failure of software and software itself

« SANEI assumes no responsibility with respect to possible direct or indirect loss or damage resulting
from use of the software

- SANEI may change the specifications of the software without prior permission from or notification

of the user.

Sanei Electric Inc., Ltd. 2020
Unauthorized reproduction prohibited.
The contents of this document are subject to change without notice
Windows is a trademark of Microsoft Corporation in the United States, Japan and other countries
They are trademarks or registered trademarks, and they shall be used under |icense
Other product names and company names are trademarks or registered trademarks of the respective

companies.



1.Function overview

1-1. Function overview
This tool allows you to make various settings such as mode settings and IP address settings for

wireless LAN communication. Please install the printer driver in advance as the setting will be

done by it.

1-2. Operating environment

0S:
Microsoft Windows 7 (32bit/64bit) After SP1
Microsoft Windows 8 (32bit/64bit)
Microsoft Windows 10 (32bit/64bit)
.NET Framework 4.0 or over install required
Interface:

USB (Printer class)

1-3. Restriction

To set the settings from this tool, change the memory switch setting of the printer to the

fol lowing.
- TENABLE USB INTERFACE = YES]

- TUSB IN DEVICE MODE = YES|
- TPROTOCOL MODE = Disabled]

Above items cannot be set by the tool as they are related to the communication between PC and printer.



2 .WIRELESS LAN setting method

2-1. Main screen

Main screen in below will appear by executing ” WLANsettingTool.exe”

# WLAN Setting Tool V1.01 — O X
@D — - -
@) = Frintername  [SANELSM2-T B e —
IP Address Settine Connection Setting
© — OHGP Setting Erable - Contection Maode &P mods v | — @
IP Address
IP Address 551D oo )
|192 |188 |123 |123 WLAN Direct channnel 3 v | —— @

Subnet Mask

@ |255 |255 |255 |[| Security Setting
Giateway Encrypt Setting l—_l T — @
6 — [ [168 Mz i
Password  [12346678 —_— ®B
Part 1-9595)
9100
@ Apihy ‘ Close
|

@D Wireless LAN module

Select the wireless LAN module installed in the printer.

® Printer name
Displays the name of the printer selected by the browse button

@ DHCP Setting
Specify “ Enable” if using DHCP to set the IP address
Specify “Disable” if using a fixed IP address

@ IP Address
Specify the IP Address (When DHCP is disabled)



Subnet Mask
Specify the Subnet mask (When DHCP is disabled)

Gateway
Specify the Gateway (When DHCP is disabled)

Port
Specify the port number for TCP/IP

Browse button
Specify the printer name to be set.

After specified, the setting information stored in the printer will be read.

Connection Mode
Specifies how to connect the host and printer.
AP mode : The mode in which host is connected to the printer via a wireless router.

WLAN Direct mode : The mode in which host is directly connected to the printer.

SSID

Specify SSID name of the wireless router to be used for Wireless LAN communication.
In WLAN Direct mode, it is the SSID of the printer.

WLAN Direct channel
Specify the channel used in WLAN Direct mode

Encrypt Setting
Specify the Wireless LAN encryption methods

Password
Specify the password of the wireless router used for Wireless LAN communication

In WLAN Direct mode, this is the printer password.

Apply
Write the setting information of Wireless LAN to the printer

Close
Close the setting tools.



2-2. Setting for Wireless LAN

APP mode is the mode in which connecting to host via a wireless router

Connect the PC to the wireless router in advance.

1) Connect the PG and the printer with USB cable

2) Turn on the printer

3) Execute “WLANSettingTool.exe” tool.

4) Select the type of wireless LAN module.
If you do not know the installed wireless LAN module, perform a test print and check
“WiFi Frm. Ver”.

If it is 1.7.0.0 or later — Select WROOMO2.
If it was 1.4 or earlier — Select Non-WROOMO2

# WLAN Setting Tool V1.01 - O b
WLAN Module

’7 [~ WROOMO2 [~ Mon-WROOMO2
Frinter name Browse.. |

—IP Address Setting

DHGP Setting I vl

—IP Address
IF Address

Subnet Mask

—Connection Setting

Connection Mode I vl
S5ID I
WLAN Direct channnel I vl

Gateway

Part{ 1-9999)

—

—Security Setting
Encrypt Setting I - l

Paszword |

Apply | Close I




5) Click

“Browse”

button and specify the printer name.

# WLAN Setting Tool V1.01

WLAN Module
’7 ¥ WROCMO2

[~ MNon—WROOMD2

Frinter name | [SANET SM2-41

Browse..

—IP Address Setting

DHCGP Setting

I Enable hd I

—IP Address
IF Address

[132 I

Subnet Mask

|255 |255 |255 |D
Gateway
|192 |IES |123 |l

Part{ 1-9999)

IQHJD

—Connection Setting

Connection Mode

IP.P mode VI

S5ID w

WLAN Direct channne|

E—

—Security Setting

Encrypt Setting

I jv

Password |l2345ﬁ?8

Apply | Close

6) Select a connection mode

For models that do not support WLAN Direct, it cannot be selected because it is exclusively

for AP mode.

# WLAN Setting Tool V1.01

WLAN Module
’7 ¥ WROCMO2

[~ MNon—WROOMD2

Frinter name  [SANEL SM2-41

—IP Address Setting

DHCGP Setting

I Enable hd I

—IP Address
IF Address

[132 I

Subnet Mask

|255 |255 |255 |D
Gateway
|192 |IES |123 |l

Browse..

—Connection Setting

Connection Mode

IP.P mode VI

S5ID w

WLAN Direct channne|

E—

Part{ 1-9999)

IQHJD

—Security Setting

Encrypt Setting

I jv

Password |l2345ﬁ?8

Apply | Close




7)
to the wireless router setting information

IT the connection mode is “AP mode”, specify the SSID and security settings according

If the connection mode is “WLAN Direct mode”, specify the SSID and security settings

you want to set for the printer.

When setting the password in “WLAN Direct mode”, use 8 characters or more

If it is less than 8 characters, the password will not be set.

# WLAN Setting Tool V1.01 - O X
WLAN Module
=3 r
Printer name  [SANELSM2-41
IP Address Setting Connection Setting
DHGF Setting Enable - Connection Mode AP mode -
IP Address
IP Address sslb s
|]g2 |168 |]23 |]23 WLAN Direct channne| 3 hd
Subnet Mask
|255 |255 |255 |D Security Setting
Gateway Encrypt Setting
[192 | 168 [123 [1
Password |l23455?8
Part{ 1-9999)
4100
Ay | Close

8) Specify the setting information for IP address

Use “DHCP Setting”

when the wireless router to set up as random.

To set a fixed address, set “DHCP Setting” to “Disable” and specify the setting for each
“IP Address” , “Subnet Mask” , “Gateway” .
# WLAN Setting Tool V1.01 - O b
LA Module
7 r
Printer name  [SANELSM2-41
IP Addressz Setting Connection Setting
I DHGP Setting Enable - I Connection Mode AP mode -
TP Address
IP Address 551D i
|]g2 |168 |123 |]23 WLAN Direct channnel 3 -
Subnet Mazk
|255 |255 |255 |D Security Setting
Gateway Encrypt Setting
[192 168 [122 i
Pazzword |123455?8
Port(1-9998)
100
Appby | Close
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9). GClick “Apply” button. A BEEP sounds from the printer when change has been reflected.

# WLAN Setting Tool V1.01 - O b
WLAN Module
=3 r
Printer name  [SANELSM2-41
IP Address Setting Connection Setting
DHGF Setting Enable - Connection Mode AP mode -
IP Address
IP Addrese sslb i
|]g2 |168 |123 |]23 WLAN Direct channnel 3 hd
Subnet Mask
|255 |255 |255 |D Security Setting
Gateway Encrypt Setting l—_l
[192 | 168 [123 [1

Password |123455?8
Part{ 1-9999)

atin

Apply | Close

1 0) Turn on the printer again.
A BEEP sound will be heard when a connection between the wireless router and the printer
is established.

For SM2-41W, “WFI” is displayed on the LCD screen as in below.
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3. IP Address setting confirmation

[P address and MAC address of the printer will be shown as in below by pressing power button and

FEED button at same time when the printer is turned on

WiFi IP: 192.168.10.110
WiF1 MAC:  001EC0321387

PRINT |~

12



4. How to install the printer driver in Wireless LAN setting

Below is the procedure of how to install the printer driver for Wireless LAN communication.

This section explains how to install the printer driver using Windows 10 as an example.

“

1) Open “Device and printers screen.
2) Click ” Add a printer” .
s Devices and Printers — O ke
H Fa « ANC.. » Devices and... v | Search Devices and Prin...
Add a device GEEIE SN 7 |
) ) A
~ Devices (3)
8 =
HP-PAVILI USE
oM Optical
Mouse
~ Multimedia Devices (4)
Administra kiriyamal sakurna7? sanei
tor (kiriyamad)  (sakuma7-  (sanei-kiko
(sakumaT7- pcl u)
pc)
. B v
13 items
sibﬁ) i

3) Click “The printer that I want isn’ t listed” .

- ped
B Add a device
Choose a device or printer to add to this PC
Searching for devices
T
l The printer that | want isn't listed l
lext Cancel
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4) Check ” Add a printer using a TCP/IP address or hostname” and then click ” Next” .

x

s Add Printer

Find a printer by other options

(O) My printer is a little older. Help me find it.
() Select a shared printer by name
Browse...

Example: \\computername\printername or
http://computername/printers/printername/ . printer

(®) Add a printer using a TCP/IP address or hostname

(0) Add a Bluetooth, wireless or network discoverable printer

(") Add a local printer or network printer with manual settings

Mext Cancel

5) Set IP address of the printer in “Host name or IP address”
[T DHCP is enabled, set IP address which confirmed in previous chapter “3. IP Address setting

“

confirmation

®
& = Add Printer
Type a printer hostname or IP address
Device type: Autodetect ~
Hostname or IP address: | 192.168.10.100 |
Port name: | 192.168.10.100 |

[ Guery the printer and automatically select the driver to use

Mext Cancel

14



6) Specify “Standard” by device type and then click “Next” .

& = Add Printer

Additional port information required

The device is not found on the network. Be sure that:

The device is turned on,

The network is connected,

The device is properly configured.

The address on the previous page is correct.

Eal ol A

If you think the address is not correct, click Back to return to the previcus page. Then correct the
address and perform another search on the network, If you are sure the address is correct, select the
device type below.

Device Type
@ Standard Generic Network Card e
(7)) Custom Settings...

Mext Cancel

7) Click ” Have Disk...” .

& = Add Printer

Install the printer driver

- Cheose your printer from the list, Click Windows Update to see more models,
<=

To install the driver from an installation CD, click Have Disk.

Manufacturer * || Printers G

Generic [=] Generic / Text Only

HP [=] Generic IBM Graphics 9pin

Microsoft [=] Generic IBM Graphics 9pin wide

Ricoh [ZIMS Publisher Color Printer

canir L T hd
[5] This driver is digitally signed. Windows Update Have Disk...

Tell me why driver signing is important

Mext Cancel

8) Click “Browse..” to specify a folder of the printer driver.

Install From Disk >
Inzert the manufacturer’'s installation disk, and then
H make sure that the correct drive is selected below.
L]
Cancel

Copy manufacturer's files from:

| = e Eromse ..

15



9) From then, click “Next” wuntil reaching completion.

X
& = Add Printer
Install the printer driver
- Choose your printer from the list. Click Windows Update to see more models.
==
To install the driver from an installation CD, click Have Disk.
Printers
[E]SANEI SM3-21
[5] This driver has an Authenticode(tm) signature. Windows Update Have Disk...
Tell me why driver signing is important
MNext Cancel
X
& = Add Printer
Type a printer name
Printer name:
This printer will be installed with the SANEI SM3-21 driver.
Cancel
X
= Add Printer
Printer Sharing
If you want to share this printer, you must provide a share name. You can use the suggested name or type
a new one. The share name will be visible to other network users.
(®) Do not share this printer
(Z) Share this printer so that others on your network can find and use it
Share name:
Location:
Comment:
Cancel
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10) Click

“Finish” .

= Add Printer

You've successfully added SANEI SM3-21

[] 5et as the default printer

To check if your printer is working properly, or to see troubleshooting information for the printer, print a
test page.

Print a test page
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